SWEP B10T, 081692.0-Preconfig

[temNumber]: 081692.0-Preconfig
[ItemConnectionDenomination]: B10THx40/1P-SC-S 4x1"
[ltemNoP]: 40

Standardné rozmery

—b 1 6. F E # MM N
I A 289 (+2/-2) 11.38 (0.08/-0.08)
:H B 119 (+1/-1) 4.69 (0.04/-0.04)
C 243 (+1/-1) 9.57 (0.04/-0.04)
" A o D 72 (+1/-1) 2.83 (0.04/-0.04)
F 94 (+2/-1) 3.69 (0.09/-0.06)
G 6 (+1/-1) 0.24 (0.04/-0.04)
jl R 23 0.91
R Meranie (Tolerancia)
Pripojky
F = Pripojenie prednej ¢asti, P = Zadné spojenie
POSITION ART.NO DENOMINATION HEIGHT (E) MATERIAL
F1,F2,F3,F4 45051 ISO-G 1" ANON-CASTED 45 Nehrdzavejuca ocefl
Dopinky
Neviditelny
ART.NO DENOMINATION
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PED Tlak / Teplota Udajov o Produktoch

P psig) Pbarljﬁrw‘ —ircyit1 4283 PED kategél’ie I
573
:Zi & 6.0 kg
528 =3
! Celkova oblast prenosu tepla 1.0 m? (10.8 ft?)
482
- 2 [ItemHoldUpVolume1] 1.159 dm? (0.041 f3)
438 0
b - [ltemHoldUpVolume2] 1.22 dm?® (0.043 ft?)
b
383
8 24 3
-200 150 -100 50 0 50 100 150 200 ) MATERIALY
: aa i 2 i = a2 Dosky z nehrdzavejucej ocele 316/316L, medena spajka
UL Tlak / Teplota
S n Vylu€enie zodpovednosti za material
psilg) arig) —circuit1&283
T2
] 4 Informacie a odporucania o vyrobkoch su prezentované v dobrej viere, avSak
e spolo¢nost SWEP nedava Ziadne zavazné prisluby ani zaruky Uplnosti alebo
= e presnosti tychto informacii. Informacie st poskytované pod podmienkou, ze
661
= kupujuci sami rozhodnu pred pouzitim o vhodnosti tychto vyrobkov na dané
o . ucely. Kupujuci by si mali uvedomovat, Ze vlastnosti vyrobkov zavisia od
& konkrétneho pouzitia a od vyberu materidlov a to, Ze hoci vyrobky obsahuiju
e nehrdzavejucu ocel, pri pouziti v nevyhovujucich podmienkach podliehaju
= a0 -150 -100 50 0 50 100 150 200 Trc) korozii.
321 188 Eil 45 167 229 TF)
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